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This design drawing contains information
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SPECIFICATION AGREEMENTS ARE BASED ON TOLERANCED
DIMENSIONS ONLY. DO NOT SCALE DRAWING.
ALL DIMENSIONS ARE IN MILLIMETRES.
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Pure Performance

Packaging
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DESIGN/CHECKREVISIONSDATENo

MOULD/SAP NUMBER

  

DRAWING NUMBER

31048-WS

DATECHECKED

02 Mar 11DATEJDDESIGNER

Stock

750ml Tapered Claret BVS

DESIGN REFERENCE
  

RETURNABLE
NO 

PROCESS
 B&B 

MAX GAS VOLUME
0.0

FINISH DESIGNATION
 30mm x 60 CETIE BVS  

 [GRP-29394] 

615g 

CONTAINER WEIGHT

753.0ml �# 5.6ml

CONTAINER RATED CAPACITY  ( FILLPOINT ) 

762.0ml Approx.

CONTAINER OVERFLOW CAPACITY  ( BRIMFUL ) 

BRIMFUL VERIFIED
NO 

MINIMUM THROUGH BORE
17.5 mm

   TILT ANGLE

      PREDICTED: 15.60�$

       VERIFIED: 
SURFACE TREATMENT

PERMANENT

VACUITY
1.2%

SCALE
1:1

N.P.D. PROJECT NUMBER
 PDAU000443 

A01 PLANT

 MOULD EQUIPMENT ORDERED BY:

 EQUIVALENT 

ASIA PACIFIC
 

AUSTRALIA
 

36 Burwood Road 
Hawthorn VIC 3122
+61 3 9236 2311

 

Product Design Group

753ml �# 5.6ml

Label aligning feature. 
Refer to MM-AP-33-GS

Controlled neck.
Refer to Glass Finish 
Specification

jpd0
Marketing Approved
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