Page 1 of 2
1 = [ O W
o
o )
Filling Point ]
753mL

R60
R
Knurling 10
'?33
@76.7

40
435

-

/\ —
+ _ I
NS
[ce]
A &
O
[e)]
~N
Crescent Stipple T
@©
a
2
Bottom View <
el
0]
©
c
[7)
IS
IS
o
o
0]
o
Q
| I
n
—
/ ™ \
o o o 0 O o o o o\ o —
| L
Y | ~ ‘ |
I
/1 N\ .
Dot Code Rear Mould no. Q —
/ a@h2s \ o
| ~ ~ |
CUSTOMER APPROVAL QS’) ¢63.7
Cust Name Bearing Surface
Cust Signature
+
Approval Date - ¢76-7_1-5 o
Customer Capacity 750mL £ 5.5mL
Fill Point Volume 753mL Nom @ 30mm
Brimful Volume 762mL Nom
Weight 500g
Max. Gas Volumes TBA
Tilt Angle 17.1°
Process BB
The WPA recommend that the label should be positioned at a
minimum of 5mm above the bottom of the designated label panel and a
minimum of 5mm below the top of the designated label panel with a
maximum label height that is equal to or less 10mm than is shown as the
designated label panel height on the glass drawing
Customer Specifications - Orora Glass
/ Number AG026_R03 B
[} —
R 9‘ 4 RA Description  750mL BVS Salverde A
= =3
O ;/ I NI Date & Revision 19/04/2005 Initial Initial 19/02/2005
Finish RO3 - 30 x 44 BVS Rev Description Date
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SECTION A-A
RO.6
R1.1
THREAD DETAIL 22
PITCH 3.63
Minimum through bore
diameter is 16.10mm
Customer Specifications - Orora Glass
§“'//: Finish Number RO3 A
O R-'// I ‘\\~ RA Description 30 x 44 BVS Finish Initial 19/04/2005
Date & Revision 19/04/2005 Initial Issue Rev Description Date




