
Customer Specifications - Orora Glass

Number

Description

Date & Revision

Finish Rev

Initial

A

B

Description Date
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Cust Name

Cust Signature

Approval Date

Customer Capacity

Fill Point Volume

Brimful Volume

Weight

Max. Gas Volumes

Tilt Angle

Process

CUSTOMER APPROVAL

330mL

332mL ± 3.6mL Nom @ 52mm

351mL Nom

205g

4*

15.4°

NNPB

AG118_CS3

330mL N/R Beverage

30/07/2013 Initial

R07 - 28 - 1650 ROPP

 30/07/2013

  

*Gas rating applies only to AM/FL/CG
 
The WFA and the WPA recommend that the label should be positioned at a 
minimum of 5mm above the bottom of the designated label panel and a 
minimum of 5mm below the top of the designated label panel with a 
maximum label height that is equal to or less 10mm than is shown as the
designated label panel height on the glass drawing
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Bearing Surface

Filling Point
330mL

Bottom View

Mould Cavity no.Rear

AG118             NO REFILL

Dot Code

Knurling

Bar Stipple

49.3

60.9Ø ±1.2

R5

NOTES:
 
11/06/2015
FP @ 52 = 332mL
FP @ 52 Actual = 329mL
 
FP @ 55 = 330mL
FP @ 55 Actual = 327mL
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Customer Specifications - Orora Glass

Finish Number

Description

Date & Revision
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CS3

26 - 665 Crown Seal Finish - Reduced locking ring undercut

21/09/2011 Revision B

Minimum through bore
diameter is 16.10mm
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